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Abstract – This study deals with the in service durability of an alloy Al-Cu-Li 2050 friction stir welded.
In an aeronautical context, this material could be submitted to mechanical stresses and a corrosive envi-
ronment. Thus, the aim of this study is to characterize the intergranular stress corrosion cracking (IGSCC)
behavior of the 2050 FSW weld nugget. First, a link has been established between several microstructural
heterogeneities induced by the welding process and local strain variations, then between these hetero-
geneities and the initiation and propagation of IGSCC cracks.
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1 Introduction
Friction stir welding (FSW) is a solid state metal join-
ing technique for joining aluminum alloys, even those that
are typically considered to be un-weldable, such as alu-
minum alloys 2XXX and 7XXX. Using both lightweight
aluminum lithium alloy and FSW technique could de-
crease signiﬁcantly the weight of aircraft structures. The
FSW process generates strong microstructural changes
due to the high plastic deformation and the frictional
heat induced by the rotating tool. Friction stir welded
joints consist of three zones involving speciﬁc microstruc-
tures [1–3] namely: heat aﬀected zone (HAZ), thermo-
mechanically aﬀected (TMAZ) zone and weld nugget
(WN).
Some works showed that friction stir-welded joints
of alloys AA2050, AA2024 and AA7050, exhibit sus-
ceptibility to localized corrosion compared to the base
metal [2–4], and Bousquet [3] highlighted a transition be-
tween pitting corrosion in base metal of alloy 2050 and
intergranular corrosion (IGC) in the weld nugget. For Al-
Cu-Li alloys, the localized corrosion susceptibility can be
correlated with the presence of precipitates T1 (Al2CuLi),
due to the potential diﬀerence between the precipitates
and the matrix [5, 6]. IGC has been found to be strongly
dependent on the crystallographic nature of the grain
boundaries [7, 8]. But in the case of this study, not only
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grain boundary character distribution but also the me-
chanical ﬁelds play a key role. For 2024 aluminum alloys,
applying an internal stress [10], or an external stress [9]
causes an increase of the IGC growth rate.
The intergranular stress corrosion cracking (IGSCC)
being strongly correlated with the microstructure and
particularly precipitates, it can be improved by heat
treatments after welding. Recently, Proton et al. [2] high-
lighted that a post-welding heat treatment improves the
resistance to environmental degradation of 2050 FSW
joints. In this study, we will focus on the post-welding
heat-treated weld nugget of AA2050, which is the prefer-
ential IGSCC initiation zone of the friction stir-welded
joint. The eﬀects of microstructure heterogeneities on
local mechanical ﬁelds and their consequences on the
IGSCC behavior have been investigated.
2 Material and methods
The weld nugget used in this study, comes from the
friction stir welding of two 15 mm thick sheets of AA2050
T3 (solutionising, quenching and stretching), followed by
a post-welding heat treatment at 155 ◦C during 30 h. Ten-
sile samples were machined in the middle of the nugget,
along the welding direction (Fig. 1).
To establish a correlation between crystallographic
texture and local strain heterogeneities, EBSD maps of
about 1500×400 μm with a step of 2 μm were performed
using a OIM EBSD system on a ZEISS EVO50 scanning
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Fig. 1. Tensile samples machining.
electron microscopy (SEM) along the gauge length of sam-
ples previously mechanically polished to a mirror ﬁnish
(1/4 μm OP-S solution). Then, the samples were elec-
trolytically etched in a HBF4 solution with an intensity
of 0.2 A.cm−2 during 2 min, to create a texture used to
measure displacement ﬁelds by Digital Images Correlation
(DIC) during the tensile test. In-situ tensile tests in air
were performed at ˙ = 5×10−5 s−1 total strain rate under
a digital microscope KEYENCE VHX-1000E. A strain
gauge provided the strain in the range of 0 to 2%. Above
2%, the strain was estimated thanks to LVDT displace-
ments measurements. The local strain ﬁelds were esti-
mated by DIC using the software CorreliQ4, from 300 op-
tical images taken every 15 s (for a Δ = 7.5 × 10−4)
during the tensile test. The investigated area for DIC
measurements of about 1600 × 1200 μm contained the
EBSD map zone. In addition, some corrosion tests were
performed to link the IGSCC cracks initiation with the
microstructural heterogeneities and the mechanical ﬁelds.
The corrosion tests were performed on samples mechan-
ically polished to a mirror ﬁnish (1 μm diamond paste).
All the corrosion tests were performed in a 1.0 M NaCl
aerated solution at open current potential and at room
temperature (immersion duration 1h30). In order to study
the eﬀect of internal and external stress on IGSCC, three
types of tests were conducted:
– corrosion tests (COR) by immersion in NaCl;
– stress corrosion cracking tests (SCC) by application of
an external loading during immersion in NaCl;
– corrosion tests by immersion in NaCl of samples previ-
ously pre-strained in air (PRE) to show the inﬂuence
of residual stresses.
To clearly evaluate the external stress eﬀect on corrosion
behavior, corrosion tests were performed on the samples
previously submitted to SCC tests, by immersion of the
heads of the tensile samples. SCC tests were conducted at
˙ = 2 × 10−6 s−1 strain rate. The corrosive solution was
added at a stress higher than the yield stress in order to
limit the pitting phenomenon. SCC tests were performed
up to 1% plastic strain (immersion duration 1h30). For
corrosion tests on pre-strained samples, a tensile test in
air was performed at ˙ = 5×10−5 s−1 up to 10% of plastic
strain before immersion in NaCl solution. After the tests,
the SCC cracks were observed using an optical microscope
OLYMPUS PMG3 and a scanning electron microscope
(SEM) JEOL 840A. After the SCC tests, the samples were
mechanically polished with an OP-S solution (1/4 μm),
and EBSDmaps were performed to highlight a correlation
between IGSCC-cracks and the microstructure.
3 Results
3.1 Relationship between microstructure
and local strain heterogeneities
Tensile tests performed on the weld nugget samples al-
low underlining signiﬁcant strain heterogeneities as shown
on the optical image shown in Figure 2a. In this image,
dark bands can be observed due to the variation of rough-
ness after tensile test. To quantify those local strain het-
erogeneities, DIC measurements were performed from the
in-situ optical images taken during the tensile test. The
map corresponding to local total strain in the tensile di-
rection TT at the specimen surface after 7% of global
strain is shown in Figure 2b. Strain heterogeneities follow
the dark bands observed on the optical image, the rela-
tive variation is about 15% between the maximum and
the minimum TT strain at the surface. The EBSD map
previously carried out in the same zone is also shown and
allows highlighting periodic crystallographic texture vari-
ations. The characteristic average band width formed by
this texture was measured to be approximately 500 μm,
which corresponds to the FSW tool advance per rev-
olution. This microstructure corresponds to the typical
“onion rings” structure of the FSW weld nugget [11]. By
comparing to EBSD and DIC measurements, a good cor-
relation is established between the strain heterogeneities
and the crystallographic texture variation. “Onion rings”
microstructure is mainly responsible for the strain hetero-
geneities of this material.
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(a) (b)
Fig. 2. Local strain heterogeneities: optical image and DIC measurements after 7% of global strain. (a) Optical image after
tensile test. (b) Correlation between DIC measurements and EBSD maps.
(a) COR (b) SCC (c) PRE
Fig. 3. SEM images taken after (a) a corrosion test; (b) a SCC test; (c) a corrosion test on a pre-strained sample.
3.2 Intergranular stress corrosion cracking (IGSCC)
3.2.1 Stress eﬀect
For each corrosion test, a SEM image characterizing
corrosion features of the material is shown in Figure 3.
Those pictures show that the weld nugget is sensitive to
pitting corrosion when it is not submitted to a mechanical
loading (Fig. 3a). A mechanical loading induces a change
in corrosion features, damage by IGSCC becomes pre-
dominant even if pitting corrosion is still present (Figs. 3b
and 3c). The same type of phenomenon was observed by
Connolly and Scully [12] for alloy Al-Li-Cu 2096. Those
observations clearly underline the fact that an internal or
external stress is required to produce initiation of IGSCC
for the experimental conditions investigated here (immer-
sion duration, solution, temperature. . . ).
The IGSCC features also depend on the nature (exter-
nal or internal) of the applied stress. For SCC tests, cracks
mainly propagate perpendicularly to the tensile direction
(Fig. 3b). For corrosion tests on pre-strained samples,
no macroscopic stress is applied, but plastic strain in-
duced by the mechanical loading performed before immer-
sion generates residual local stresses (due to intergranular
strain incompatibilities). In this case, the development of
IGSCC cracks is isotropic, no preferential propagation di-
rection is observed as shown in Figure 3c.
In what follows, the study will focus on the SCC tests
which correspond to the most critical situation. SEM ob-
servations reveal initiation of several cracks whose lengths
and locations are distributed. A statistical analysis of the
area shown in Figure 4a highlights that the crack density
is about 168 cracks per mm2. The crack lengths distribu-
tion is shown in Figure 4b and the crack length average
is 20 μm. In this ﬁgure, the length of more than 50% of
the cracks is lower than 10 μm. However, the length of a
slight fraction (∼2%) of them is higher than 100 μm. It
can be observed on the optical image (Fig. 4a), that the
cracks spacing along the stress direction show some de-
grees of periodicity. The correlation with microstructure
is investigated in the next section.
3.2.2 Microstructure eﬀect at mesoscopic scale
To establish a possible relationship between periodic
texture variation and IGSCC initiation, EBSD maps were
performed next to the largest intergranular cracks shown
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(a) (b)
Fig. 4. Optical image and crack length distribution after IGSCC test. (a) Optical image of a sample submitted to an IGSCC
test. (b) Crack length distribution in the sample.
Fig. 5. Optical image of a sample submitted to IGSCC test and EBSD maps performed before and after the test next to the
cracks.
in Figure 4a. Figure 5 shows the optic image and EBSD
maps performed before and after the SCC tests. This ﬁg-
ure clearly shows that those cracks initiate at texture
bands boundaries. Strain incompatibilities generated by
the co-existence of diﬀerent crystallographic textures cre-
ate some preferential sites for IGSCC initiation. However,
texture variation is not the only parameter inﬂuencing
IGSCC and smaller intragranular cracks uniformly initi-
ate on the whole sample. Crack initiation can also depend
on local mechanical ﬁelds and local microstructure (pre-
cipitation, grain boundary misorientations. . . ). On the
other hand, the frequency of the largest crack is two times
lower than the texture band periodicity. It can be assumed
that IGSCC initiation causes a stress relaxation in the
crack plane, which reduces the initiation probability at
the neighboring texture band.
4 Conclusions
Under severe experimental coupled environmental and
mechanical conditions, IGSCC initiates, without pitting,
at grain boundaries of 2050 FSW weld nugget. The initi-
ation stage is shown to be strongly dependent on me-
chanical and microstructural parameters at the meso-
scopic scale. At this scale, a periodical variation of the
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grains crystallographic orientations and associated strain
heterogeneities were identiﬁed experimentally by com-
bining EBSD and digital image correlation. It is shown
that stress corrosion cracks initiate and propagate pref-
erentially along the boundaries between textured bands.
At the macroscopic scale, under stress corrosion cracking
conditions, the multi-cracking process occurs and leads
to the degradation of the material. Without any residual
stress or macroscopic applied stress, a slight degradation
in the form of pitting corrosion develops without any in-
tergranular corrosion.
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